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TESTING & MEASURING

PRODUCTION

SIMULATION

Optical Design Optical Simulation production process design Prototype production Optimization Sample Approval Mass production 8WEEK

 Our aim as EMGE A.Ş. is to reach our common goals with our stakeholders quickly and efficiently. For this purpose, 
we fully accompany your projects from the initial concept to optical design and mass production.

 We develop bespoke solutions according to your needs and demands with our experienced engineers, advanced 
software and machinery infrastructure. By creating detailed photo-metric analyzes, we evaluate the applicability and 
complexity of your demands and then offer multiple optical concept suggestions with all the pros and cons in terms of 
production costs. We perform all necessary photo metric measurements in our light testing laboratory.

 As of 1975, EMGE A.Ş. has been producing plastic injection molds and manufacturing plastic end products with 
state of the art plastic injection molding processes with years of experience and precision.
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INSTRUCTIONS FOR USE 
& MAINTENANCE

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

LENS TECHNICAL
SPECIFICATIONS

REFLECTOR TECHNICAL
SPECIFICATIONS

PACKING
SPECIFICATIONS

PM080-MI17-SCH , PC17-CLWG

OSRAM DURİS S5 LUXEON 3030 2D SEOUL MJT 3030 SAMSUNG LM301B CREE J SERIES 3030

White, Matt PC17-CLWM

Black, Matt PC17-CLBM

White, Gloss PC17-CLWG 

Black, Gloss PC17-CLBG

Material PC
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22.06.2020

UNIT PART NO:

DATE

REVISION REV. DATEREV.
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0,2 MM+-
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1:11 / 1

mm

WEIGHT

PAGE

PM080-MI17-SCH , PC17-CLWG

PMMA + PC

g50,52

%93 Efficiency

MADE IN TÜRKİYE

Product Code PM080-MI17-SCH

Dimension (mm) W x L x H 280x40x20

Material PMMA 

Fastening Screw

Beam Angle 80°

Type 7 in 1 

Optical Efficiency %93

Rohs Complaint Yes

80° 

280*40 mm

3030 Mid-Power

Box Size (mm) W x L x H 370x300x225

Box Weight 8,7 Kg

Box Quantity 150 pcs

1X7 SERIES

Office Lighting

UGR < 19
product images may differ

http://www.evooptic.com.tr/tr/lensler/1x7-serisi/409
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM018-MI43-SCH

 50 

 50  6,76 

 1,50 
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 8 

 9  3,20 
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 12  12,50 

 6  18 

22.06.2020

UNIT PART NO:
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REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PM018-MI43-SCH

PMMA

g9,42

%93 Efficiency

MADE IN TÜRKİYE
3030 Mid-Power

50*50 mm

Product Code PM018-MI43-SCH

Dimension (mm) W x L x H 50x50x7,9

Material PMMA

Fastening Screw

Beam Angle 18°

Type 12 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 6,5 Kg

Box Quantity 600 pcs

Rohs Complaint Yes

OSRAM DURİS S5 LUXEON 3030 2D SEOUL MJT 3030 NICHIA NF2W 757 GR CREE J SERIES 3030

18° 
1X7 SERIES

4X3 SERIES

Large Area Lighting

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/18-led-lens/204004
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM040-MI43-SCH

Product Code PM040-MI43-SCH

Dimension (mm) W x L x H 50x50x7

Material PMMA

Fastening Screw

Beam Angle 40°

Type 12 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 7,2 Kg

Box Quantity 660 pcs

Rohs Complaint Yes

 50 

 50  6,31 

 7 

 1,89  1,50 

 1,50 

 3 

 1,90 

 9 

 12  12,50 

 6  18 

 8  16 

22.06.2020

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PM040-MI43-SCH

PMMA

g8,97

OSRAM DURİS S5 LUXEON 3030 2D SEOUL MJT 3030 NICHIA NF2W 757 GR CREE J SERIES 3030

%93 Efficiency

MADE IN TÜRKİYE
3030 Mid-Power

50*50 mm

40° 
4X3 SERIES

High Bay Lighting

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/40-led-lens/204005
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM060-MI43-SCH

Product Code PM060-MI43-SCH

Dimension (mm) W x L x H 50x50x5

Material PMMA

Fastening Screw

Beam Angle 60°

Type 12 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 7,8 Kg

Box Quantity 840 pcs

Rohs Complaint Yes

 50 

 50 

 1,50 

 2,24 

 5,70 

 16 

 9  8 

 1,95 

 3,50 

 6 

 18 
 12 

 12,50 

22.06.2020

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PM060-MI43-SCH

PMMA

g7,8

OSRAM DURİS S5 LUXEON 3030 2D SEOUL MJT 3030 NICHIA NF2W 757 GR CREE J SERIES 3030

%93 Efficiency

MADE IN TÜRKİYE

60° 

3030 Mid-Power

50*50 mm

High Bay Lighting

4X3 SERIES
4X3 SERIES

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/60-led-lens/204006
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM090-MI43-SCH

Product Code PM090-MI43-SCH

Dimension (mm) W x L x H 50x50x4

Material PMMA

Fastening Screw

Beam Angle 90°

Type 12 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 8 Kg

Box Quantity 990 pcs

Rohs Complaint Yes

 50 

 50 

 1,50 

 1,91 

 4 

 9 

 3,57 

 1,97 

 8  16 

 12  12,50 

 6  18 

22.06.2020

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PM090-MI43-SCH

PMMA

g6,19

OSRAM DURİS S5 LUXEON 3030 2D SEOUL MJT 3030 NICHIA NF2W 757 GR CREE J SERIES 3030

%93 Efficiency

MADE IN TÜRKİYE
3030 Mid-Power

50*50 mm

90° 
4X3 SERIES

High Bay Lighting

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/90-led-lens/204007
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PMM2/M3-MI43-SCH

Product Code PMM2/M3-MI43-SCH

Dimension (mm) W x L x H 50x50x4,2

Material PMMA

Fastening Screw

Beam Angle 143° - 62° Medium, Type II

Type 12 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 7,9 Kg

Box Quantity 1050 pcs

Rohs Complaint Yes

 50,1 

 50,1 

 1,50 

 1,80 

 4,22 

 3,20 
 1,99 

 12,50  12 

 9 

 8 

 6 
 18 

 16 

22.06.2020

UNIT PART NO:

DATE

REVISION REV. DATEREV.
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2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PMM2/M3-MI43-SCH

PMMA

g6,48

OSRAM DURİS S5 LUXEON 3030 2D SEOUL MJT 3030 NICHIA NF2W 757 GR CREE J SERIES 3030

%93 Efficiency

MADE IN TÜRKİYE

50*50 mm

3030 Mid-Power

Medium , Type II

Street Lighting

4X3 SERIES
4X3 SERIES

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/asimetrik-led-lens/204008
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PMM2/M3-HI18-SCH

Product Code PMM2/M3-HI18-SCH

Dimension (mm) W x L x H 50x50x5

Material PMMA

Fastening Screw

Beam Angle 146° - 54° Medium, Type II

Type 8 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 7,5 Kg

Box Quantity 900 pcs

Rohs Complaint Yes

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

 50 

 50 

 1 
 1,82 

 4,87 

 16,60 

 22,50 

 3,2 

 R0,90 

 16,60 

22.06.2020

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PMM2/3HI18-SCH

PMMA

g6,74

%93 Efficiency

MADE IN TÜRKİYE
3535 High-Power

Street Lighting

50*50 mm

Medium , Type II
1X8 SERIES

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/asimetrik-led-lens/204003
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PMM2/M3-HI5022-SCH099

Product Code PMM2/M3-HI5022-SCH099

Dimension (mm) W x L x H 50x50x8,1

Material PMMA

Fastening Screw

Beam Angle Medium, Type II

Type 4 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 7 Kg

Box Quantity 600 pcs

Rohs Complaint Yes

 50 

 50 

 1,50 

 8,14 

 1,80 

 22,50 

 12,70 

 12,70 

PMMA

15.11.2021

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PMM2/M3-HI5022-SCH099

g9,7

CREE J5050 ROUND CREE XHP50 LUXEON 5050 SQUARE OSRAM DURIS S8 SAMSUNG LH502C

%93 Efficiency

MADE IN TÜRKİYE

1X8 SERIES

5050 High-Power

Street Lighting

50*50 mm

Medium , Type II
2X2 SERIES

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/asimetrik-led-lens/204071
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PMM090-HI5022-SCH099

Product Code PMM090-HI5022-SCH099

Dimension (mm) W x L x H 50x50x9

Material PMMA

Fastening Screw

Beam Angle 90°

Type 4 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight Kg

Box Quantity pcs

Rohs Complaint Yes

 50 

 50 

 1,50 

 9 

 1,80  12,70 

 12,70 

 22,50 

 3,40 

23.02.2022

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PM090-HI5022-SCH099

g

PMMA

CREE J5050 ROUND CREE XHP50 LUXEON 5050 SQUARECREE XT-E CREE XP-G3

%93 Efficiency

MADE IN TÜRKİYE

50*50 mm

90° 

High Bay Lighting

2X2 SERIES

5050 High-Power
product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/90-led-lens/204072
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PMM060-HI5022-SCH099

Product Code PMM060-HI5022-SCH099

Dimension (mm) W x L x H 50x50x12

Material PMMA

Fastening Screw

Beam Angle 60°

Type 4 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 6,8 Kg

Box Quantity 480 pcs

Rohs Complaint Yes

 50 

 50 

 1,20 

 12 

 1,80 

 3,40 
 22,50 

 12,70 

 12,70 

10.06.2022

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PM060-HI5022-SCH099

g11,8

PMMA

OSRAM DURIS S8 LUXEON 5050 SQUARE CREE XP-G3CREE XT-E CREE XHP50

%93 Efficiency

MADE IN TÜRKİYE

2X2 SERIES

50*50 mm

60° 

High Bay Lighting

5050 High-Power

2X2 SERIES

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PMM2/M3-HI22-SCH

Product Code PMM2/M3-HI22-SCH

Dimension (mm) W x L x H 50x50x7

Material PMMA

Fastening Screw

Beam Angle 146° - 54° Medium, Type II

Type 4 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 6,2 Kg

Box Quantity 660 pcs

Rohs Complaint Yes

 50 

 50 

 R1,60 

 1,90 

 22,50 

 12,70 

 12,70 

 1,50 

 1,86 

 7 

22.06.2020

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,5 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PMMA

g7,39

PMM2/M3-HI22-SCH

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE
3535 High-Power

Street Lighting

50*50 mm

Medium , Type II
2X2 SERIES

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/asimetrik-led-lens/204002
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM090-HI22-SCH

Product Code PM090-HI22-SCH

Dimension (mm) W x L x H 50x50x8

Material PMMA

Fastening Screw

Beam Angle 90°

Type 4 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 6,5 Kg

Box Quantity 600 pcs

Rohs Complaint Yes

 50 

 50 

 1,50 
 3 

 8 

 1,80 

 3,20 
 22,50 

 12,70 

 12,70 

22.06.2020

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PM090-HI22-SCH

PMMA

g10,14

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE

2X2 SERIES

3535 High-Power

50*50 mm

90° 
2X2 SERIES

High Bay Lighting

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/90-led-lens/204001
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM060-HI22-SCH

Product Code PM060-HI22-SCH

Dimension (mm) W x L x H 50x50x10,6

Material PMMA

Fastening Screw

Beam Angle 60°

Type 4 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 6.1 Kg

Box Quantity 600  pcs

Rohs Complaint Yes

 50 

 50 

 1,20 

 10,66 
 12,70  1,80 

 3,20 

 22,50 

 12,70 

 9,30 

22.06.2020

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PM060-HI22-SCH

PMMA

g11,21

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE
3535 High-Power

50*50 mm

60° 
2X2 SERIES

High Bay Lighting

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/60-led-lens/204000
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM040-HI22-SCH

Product Code PM040-HI22-SCH

Dimension (mm) W x L x H 50x50x11,4

Material PMMA

Fastening Screw

Beam Angle 40°

Type 4 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 6,4 Kg

Box Quantity 480  pcs

Rohs Complaint Yes

 50 

 50 

 9,71 

 1,40 

 1,80 

 3,20 

 9,73 

 12,70 

 22,50 

 12,70 

22.06.2020

PM040-HI22-SCH

10.94

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PMMA

g

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE

2X2 SERIES

50*50 mm

3535 High-Power

40° 
2X2 SERIES

High Bay Lighting

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/40-led-lens/203999
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PMASYM-HI99-PIH

Product Code PMASYM-HI99-PIH

Dimension (mm) W x L x H 16x16x4,88

Material PMMA

Fastening Pin, Glue

Beam Angle Medium, Type II

Type 1

Optical Efficiency %93

Box Size (mm) W x L x H 130X130X125

Box Weight 0,63 Kg

Box Quantity 750 pcs

Rohs Complaint Yes

 16 

 16 

 1,90 

 8,60 

 8 

 1,40 

 1,82 

 4,88 

22.06.2020

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PMASYM-HI99-PIH

PMMA

g0,74

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE

16*16 mm

3535 High-Power

Medium , Type II

Street Lighting

16X16 SERIES

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/asimetrik-led-lens/204016
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM2050-HI99-TAH

Product Code PM2050-HI99-TAH

Dimension (mm) D x H D18,5x8,5

Material PMMA - ABS

Fastening Tape

Beam Angle 20° - 50°

Type 1 in 1

Optical Efficiency %93

Box Size (mm) W x L x H 130X130X125

Box Weight 0,6 Kg

Box Quantity 325 pcs

Rohs Complaint Yes

 20° 

 R9,20 

 8,58 

 0,50 

 11 

 18,40 

 3,46 

 3,46 

E

E

FF 5
0°

 

KESIT E-E

KESIT F-F

22.06.2020

PMMA - ABS

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

2:11 / 1

mm

WEIGHT

PAGE

PM2050-HI99-TAH

g1,69

CREE J3030 OSRAM DURIS S5 SAMSUNG 302Z OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE

16X16 SERIES

18 mm Diameter

3535 High-Power

Wallwasher

20°- 50° 
D18,5 SERIES

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/20x50-led-lens/204015
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM015-HI99-PIH016

Product Code PM015-HI99-PIH016

Dimension (mm) D x H D16 x 9,8

Material PMMA - ABS

Fastening Pin - Glue

Beam Angle 15°

Type 1 in 1

Optical Efficiency %93

Box Size (mm) W x L x H 130X130X125

Box Weight 0,6 Kg

Box Quantity 330 pcs

Rohs Complaint Yes

LED Packages 3030, 3535, 5050

 16,09 

 8,60 

 9,50 

 12 

 1,88 

 4,30 

 5,40 

 5,40 

 1,30 

 9,70 

17.12.2020

PMMA-ABS

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

2:11 / 1

mm

WEIGHT

PAGE

PM015-HI99-PIH016

g1,8

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE

16 mm Diameter

3535 High-Power

Wallwasher

15° 
D16 SERIES

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM015-HI99-TAH016

Product Code PM015-HI99-TAH016

Dimension (mm) D x H D16 x 9,8

Material PMMA - ABS

Fastening Tape

Beam Angle 15°

Type 1 in 1

Optical Efficiency %93

Box Size (mm) W x L x H 130X130X125

Box Weight 0,6 Kg

Box Quantity 408 pcs

Rohs Complaint Yes

LED Packages 3030, 3535

 16,09 

 9,80 

 4 

 4 

17.12.2020

PMMA-ABS

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

2:11 / 1

mm

WEIGHT

PAGE

PM015-HI99-TAH016

g1,8

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE

D16 SERIES

16 mm Diameter

3535 High-Power

Wallwasher

15° 
D16 SERIES

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM030-HI99-PIH016

Product Code PM030-HI99-PIH016

Dimension (mm) D x H D16 x 9,7

Material PMMA - ABS

Fastening Pin - Glue

Beam Angle 30°

Type 1 in 1

Optical Efficiency %93

Box Size (mm) W x L x H 130X130X125

Box Weight 0,6 Kg

Box Quantity 330 pcs

Rohs Complaint Yes

LED Packages 3030, 3535, 5050

 16,09 

 1,30 

 9,70 

 9,50 

 5,40 

 4,30 

 1,88  5,40 

 8,60  12 

03.05.2021

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

2:11 / 1

mm

WEIGHT

PAGE

PM030-HI99-PIH016

g1,8

PMMA-ABS

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE

16 mm Diameter

3535 High-Power

Wallwasher

30° 
D16 SERIES

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM030-HI99-TAH016

Product Code PM030-HI99-TAH016

Dimension (mm) D x H D16 x 9,8

Material PMMA - ABS

Fastening Tape

Beam Angle 30°

Type 1 in 1

Optical Efficiency %93

Box Size (mm) W x L x H 130X130X125

Box Weight 0,6 Kg

Box Quantity 408 pcs

Rohs Complaint Yes

LED Packages 3030, 3535

 16,09 

 9,80 

 4 

 4 

03.05.2021

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

2:11 / 1

mm

WEIGHT

PAGE

PM030-HI99-TAH016

g1,8 

PMMA-ABS

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE

D16 SERIES

16 mm Diameter

3535 High-Power

Wallwasher

30° 
D16 SERIES

product images may differ



www.evooptic.com.tr22

INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM045-HI99-PIH016

Product Code PM045-HI99-PIH016

Dimension (mm) D x H D16 x 9,7

Material PMMA - ABS

Fastening Pin - Glue

Beam Angle 45°

Type 1 in 1

Optical Efficiency %93

Box Size (mm) W x L x H 130X130X125

Box Weight 0,6 Kg

Box Quantity 330 pcs

Rohs Complaint Yes

LED Packages 3030, 3535, 5050

 16,09 

 1,30 

 9,70 

 4,30 

 1,88 
 5,40 

 12  8,60  5,40 

 9,50 

03.05.2021

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

2:11 / 1

mm

WEIGHT

PAGE

PM045-HI99-PIH016

g1,8

PMMA-ABS

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE

16 mm Diameter

3535 High-Power

Wallwasher

45° 
D16 SERIES

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM045-HI99-TAH016

Product Code PM045-HI99-TAH016

Dimension (mm) D x H D16 x 9,8

Material PMMA - ABS

Fastening Tape

Beam Angle 45°

Type 1 in 1

Optical Efficiency %93

Box Size (mm) W x L x H 130X130X125

Box Weight 0,6 Kg

Box Quantity 408 pcs

Rohs Complaint Yes

LED Packages 3030, 3535

 16,09 

 9,80 

 4 

 4 

03.05.2021

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

2:11 / 1

mm

WEIGHT

PAGE

PM045-HI99-TAH016

g1,8

PMMA-ABS

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE

D16 SERIES

16 mm Diameter

3535 High-Power

Wallwasher

45° 
D16 SERIES

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM060-HI99-PIH016

Product Code PM060-HI99-PIH016

Dimension (mm) D x H D16 x 9,7

Material PMMA - ABS

Fastening Pin - Glue

Beam Angle 60°

Type 1 in 1

Optical Efficiency %93

Box Size (mm) W x L x H 130X130X125

Box Weight 0,6 Kg

Box Quantity 330 pcs

Rohs Complaint Yes

LED Packages 3030, 3535, 5050

 R8,04 

 1,30 

 9,70 

 9,50 

 5,40 

 1,88  5,40 

 8,60  12 

 4,30 

03.05.2021

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

2:11 / 1

mm

WEIGHT

PAGE

PM060-HI99-PIH016

g1,8

PMMA-ABS

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE

16 mm Diameter

3535 High-Power

Wallwasher

60° 
D16 SERIES

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM060-HI99-TAH016

Product Code PM060-HI99-TAH016

Dimension (mm) D x H D16 x 9,8

Material PMMA - ABS

Fastening Tape

Beam Angle 60°

Type 1 in 1

Optical Efficiency %93

Box Size (mm) W x L x H 130X130X125

Box Weight 0,6 Kg

Box Quantity 408 pcs

Rohs Complaint Yes

LED Packages 3030, 3535

 16,09 

 9,80 

 4 

 4 

03.05.2021

1,8

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

2:11 / 1

mm

WEIGHT

PAGE

PM060-HI99-TAH016

g

PMMA-ABS

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE

D16 SERIES

16 mm Diameter

3535 High-Power

Wallwasher

60° 
D16 SERIES

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

LENS TECHNICAL
SPECIFICATIONS

HOLDER TECHNICAL
SPECIFICATIONS

PACKING
SPECIFICATIONS

PC-016-112-BM
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09.03.2022

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,1 MM+-
MATERIAL

1:21 / 1

mm

WEIGHT

PAGE

g

pc (black)

%93 Efficiency

MADE IN TÜRKİYE

16 mm Diameter

3535 High-Power

Wallwasher

15° 30° 45° 60° 

15 Degrees PM015-MI99-NNH016

30 Degrees PM030-HI99-NNH016

45 Degrees PM045-HI99-NNH016

60 Degrees PM060-HI99-NNH016

Product Code PC-016-112-BM

Dimension (mm) W x L x H 20x286x10

Material Pmma - Pc

Fastening Screw

Beam Angle 15°, 30°, 45°, 60°

Type 12 in 1 

Optical Efficiency %93

Rohs Complaint Yes

Box Size (mm) W x L x H 0x0x0

Box Weight Kg

Box Quantity pcs

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM009-HI99-PIH034

Product Code PM009-HI99-PIH034

Dimension (mm) W x L x H D34x17,5

Material PMMA - PC

Fastening Pin - Glue/Tape

Beam Angle 9°

Type 1 in 1

Optical Efficiency %90

Box Size (mm) W x L x H 130X130X125

Box Weight 677 g

Box Quantity 72 pcs

Rohs Complaint Yes

 33,50  17,50 

 1,40 

 12,54 

 2,40 

 24 

15.01.2021

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

2:1.51 / 1

mm

WEIGHT

PAGE

PM009-HI99-PIH034

g8,6

PMMA - PC

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE LUXEON 3030 2D

%90 Efficiency

MADE IN TÜRKİYE

34 mm Diameter

3535 High-Power

9° 

Large Area Lighting

D34 SERIES

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/9-led-lens/204056
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PMM2/M3-HI26-SCIP

Product Code PMM2/M3-HI26-SCIP

Dimension (mm) W x L x H 173x72x8,24

Material PMMA

Fastening Screw

Beam Angle Medium, Type II

Type 12 in 1

Optical Efficiency %93

Box Size (mm) W x L x H 570X190X160

Box Weight 7,5 Kg

Box Quantity 150 pcs

Rohs Complaint Yes
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UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:21 / 1

mm

WEIGHT

PAGE

PMM2/M3-HI26-SCIP

PMMA

g

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE
3535 High-Power

Medium , Type II

Street Lighting

173* mm

2X6 SERIES

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/asimetrik-led-lens/204013


www.evooptic.com.tr 29

INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM090-HI26-SCIP

Product Code PM090-HI26-SCIP

Dimension (mm) W x L x H 173x72x9

Material PMMA

Fastening Screw

Beam Angle 90°

Type 12 in 1

Optical Efficiency %93

Box Size (mm) W x L x H 570X190X160

Box Weight 7,6 Kg

Box Quantity 156 pcs

Rohs Complaint Yes
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UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:21 / 1

mm

WEIGHT

PAGE

PM090-HI26-SCIP

PMMA

g

SAMSUNG LH351B CREE XPG3 NICHIA NVSW219D OSRAM OSLON SQUARE CREE XTE

%93 Efficiency

MADE IN TÜRKİYE

2X6 SERIES 90° 

High Bay Lighting

3535 High-Power

173*71 mm

2X6 SERIES

product images may differ

http://www.evooptic.com.tr/tr/detay/urunler/90-led-lens/204051
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PMM2/M3-MI44-SCH

Product Code PMM2/M3-MI44-SCH

Dimension (mm) W x L x H 50x50x4,2

Material PMMA

Fastening Screw

Beam Angle Medium, Type II

Type 16 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 7,7 Kg

Box Quantity 960 pcs

Rohs Complaint Yes
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 50 

 1,84 

 1,40 

 4,20 

 22,50 
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 1,85 
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 18,75 

 6,25 

 18,75 

22.06.2020

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PMM2/M3-MI44-SCH

PMMA

g6,44

OSRAM DURİS S5 LUXEON 3030 2D SEOUL MJT 3030 NICHIA NF2W 757 GR CREE J SERIES 3030

%93 Efficiency

MADE IN TÜRKİYE

Medium , Type II

50*50 mm

3030 Mid-Power

1X24 SERIES

Street Lighting

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM090-MI44-SCH

Product Code PM090-MI44-SCH

Dimension (mm) W x L x H 50x50x5

Material PMMA

Fastening Screw

Beam Angle 90°

Type 16 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 6,75 Kg

Box Quantity 900 pcs

Rohs Complaint Yes

OSRAM DURİS S5 LUXEON 3030 2D SEOUL MJT 3030 NICHIA NF2W 757 GR CREE J SERIES 3030

%93 Efficiency

MADE IN TÜRKİYE

1X24 SERIES

50*50 mm

3030 Mid-Power

90° 
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22.06.2020

UNIT PART NO:
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REVISION REV. DATEREV.
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FORM A4 SCALE

GENERAL TOLERANCES
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1:11 / 1
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PM090-MI44-SCH

PMMA

g5,91

4X4 SERIES

High Bay Lighting

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM060-MI44-SCH

Product Code PM060-MI44-SCH

Dimension (mm) W x L x H 50x50x5,7

Material PMMA

Fastening Screw

Beam Angle 60°

Type 16 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 8 Kg

Box Quantity 810 pcs

Rohs Complaint Yes
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 22,50 

 6,25 

 18,75 

20.10.2020

8,2

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
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FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PM060-MI44-SCH

PMMA

g

OSRAM DURİS S5 LUXEON 3030 2D SEOUL MJT 3030 NICHIA NF2W 757 GR CREE J SERIES 3030

%93 Efficiency

MADE IN TÜRKİYE

50*50 mm

60° 

High Bay Lighting

3030 Mid-Power

4X4 SERIES

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM040-MI44-SCH099

 50 

 50 

 6,18 

 6,25 
 18,75 

 18,75 

 6,25 

 3,50 

 1,85 

 22,50 

27.09.2021

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PM040-MI44-SCH099

g8

PMMA

Product Code PM040-MI44-SCH099

Dimension (mm) W x L x H 50x50x6,1

Material PMMA

Fastening Screw

Beam Angle 40°

Type 16 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 8 Kg

Box Quantity 810 pcs

Rohs Complaint Yes

OSRAM DURİS S5 LUXEON 3030 2D SEOUL MJT 3030 NICHIA NF2W 757 GR CREE J SERIES 3030

%93 Efficiency

MADE IN TÜRKİYE

4X4 SERIES

50*50 mm

40° 

High Bay Lighting

3030 Mid-Power

4X4 SERIES

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM018-MI44-SCH

 50 

 50 

 7,86 

 1,20 

 6,25 
 18,75 

 3,20 

 1,85 
 18,75 

 6,25 

 22,50 

15.01.2021

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PM018-MI44-SCH

PMMA

g10,8

Product Code PM018-MI44-SCH

Dimension (mm) W x L x H 50x50x7,9

Material PMMA

Fastening Screw

Beam Angle 18°

Type 16 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 7,7 Kg

Box Quantity 600 pcs

Rohs Complaint Yes

OSRAM DURİS S5 LUXEON 3030 2D SEOUL MJT 3030 NICHIA NF2W 757 GR CREE J SERIES 3030

%93 Efficiency

MADE IN TÜRKİYE
3030 Mid-Power

50*50 mm

18° 

Large Area Lighting

4X4 SERIES

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM090-MI124-SCH

Product Code PM090-MI124-SCH

Dimension (mm) W x L x H 50x50x5

Material PMMA

Fastening Screw

Beam Angle 90°

Type 24 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 8,5 Kg

Box Quantity 900 pcs

Rohs Complaint Yes

 50 

 50 

 1,20 

 1,67 

 5 

 3,20 

 10  20 

 10 

 20 

 5 

 15 

 1,85 

22.06.2020

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PM090-MI124-SCH

PMMA

g7,74

OSRAM DURİS S5 LUXEON 3030 2D SEOUL MJT 3030 SAMSUNG LM301B CREE J SERIES 3030

%93 Efficiency

MADE IN TÜRKİYE

4X4 SERIES 90° 

50*50 mm

3030 Mid-Power

1X24 SERIES

High Bay Lighting

product images may differ
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INSTRUCTIONS FOR USE 
& MAINTENANCE

TECHNICAL
SPECIFICATIONS

PHOTOMETRIC
DATA

Working Temperature : -40° C ~  +100° C
Storage Temperature : -40° C ~  +100° C
Please handle or install lenses with wearing gloves.
Skin oils may damage lens or its optical characteristic.
Never use any commercial cleaning solvents on lenses , like alcohol.
If necessary, clean lenses wiht mild soap, water and soft cloth.

PM018-MI124-SCH

OSRAM DURİS S5 LUXEON 3030 2D SEOUL MJT 3030 SAMSUNG LM301B CREE J SERIES 3030

%93 Efficiency

MADE IN TÜRKİYE

50*50 mm

3030 Mid-Power

18° 

Product Code PM018-MI124-SCH

Dimension (mm) W x L x H 50x50x6,47

Material PMMA

Fastening Screw

Beam Angle 18°

Type 24 in 1 

Optical Efficiency %93

Box Size (mm) W x L x H 370x300x225

Box Weight 8,9 Kg

Box Quantity 720 pcs

Rohs Complaint Yes
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22.06.2020

UNIT PART NO:

DATE

REVISION REV. DATEREV.
1
2
3

FORM A4 SCALE

GENERAL TOLERANCES

0,2 MM+-
MATERIAL

1:11 / 1

mm

WEIGHT

PAGE

PM018-MI124-SCH

PMMA

g11,06

1X24 SERIES

Large Area Lighting

product images may differ
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